
COMBINED GRP SECTIONAL ENCLOSURE
Product Description
GRP Hot Press Sectional Enclosures are a tidy, cost effective solution for water 
storage.  Manufactured from GRP making it a durable lifelong enclosure which 
includes a practical working space for water tank ancillaries including water 
pumps & electrical equipment, these enclosures are suitable for both internal 
and external applications.
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Benefits include
- Very compact
- Professional enclosure 
- Light weight, 1/10 weight of concrete & steel
- High strength
- Corrosion resistant
- Ease of handling, installation and transportation
- Deliverable on pallets; negates the requirement for a HI-AB
- Speedy assembly on site Saving on cost and space, two products 
 direct from one supplier
- Low maintenance
- Long life materials
- Tank ancillaries available
- Suited to individual or repeat projects 
- Grp material
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GRP SECTIONAL TANK AND COMBINED ENCLOSURE OPTIONS
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Enclosure dimensions
- Tank length is variable depending upon capacity   
 required.

- Housing length (standard): 1m, 1.5m or 2m.

The GRP tanks are available with an externally 
flanged base and an internally flanged base, 
internally flanged (IF) and totally internally flanged 
(TIF - SpaceSaver) tanks. We offer a full project 
management service from intiital design to final 
installation. All our tanks are Regulation 4 approved.

Combined enclosure technical drawings
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Riverside Road, Kirkfieldbank, Lanark, 
ML11 9JS, United Kingdom. 
Tel: +44 (0) 1555 700620

Email: lanark@tricelwater.co.uk

Winterstoke Road, Weston-super-Mare, 
BS24 9AN, United Kingdom.  

Tel:  +44 (0) 1934 421 477
Email: weston@tricelwater.co.uk

 10 Tait Road, Croydon, CR0 2DP, 
United Kingdom 

Tel: +44 (0) 208 103 6056
Email: croydon@tricelwater.co.uk

Unit 14, Arnside Road, Waterlooville,
Hampshire, PO7 7UP, United Kingdom 

Tel:  +44 (0) 196 258 7244 
Email: websales@tricelpumps.co.uk

PUMPING SOLUTIONSWATER STORAGE SPECIALISTS

TRICEL LANARK TRICEL WESTON TRICEL CROYDON TRICEL PORTSMOUTH
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